
FUNCTIONS
CD/FM/AM/USB/iPod/Audio In/Line ›

AMPLIFICATION
Class D Amplifier (Digital Amplifier) ›

Power Output: 15 W + 15 W (1 kHz, 10 % THD, 8 ohms) ›

SPEAKERS
94 mm Cone Woofer, 50 mm Dome Tweeter ›

AUDIO FEATURES
Digital Audio from iPod/iPhone via Dock, iPad via USB ›

FM (RDS)/AM Tuner ›

Sound Control (Bass/Treble) ›

Sound Equalizer with 4 Presets (FLAT, JAZZ, POP, ROCK) ›

Bass Enhancer “P-BASS” ›

PLAYBACK MEDIA/PC FILES
CD-Audio, CD-R/-RW (MP3/WMA)  ›

USB Device (MP3/WMA) ›

CONVENIENCE
iPod/iPhone Charging ›

iPad Compatible (USB only) ›

Auto Power Off ›

CD Receiver System with iPod/iPhone Dock, FM/AM Tuner, 
and USBX-CM31-K/-W/-R/-T
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* iPhone not included
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“Made for iPod,” “Made for iPhone,” and “Made for iPad” mean that an electronic accessory 
has been designed to connect specifically to iPod, iPhone, or iPad respectively, and has been 
certified by the developer to meet Apple performance standards. Apple is not responsible 
for the operation of this device or its compliance with safety and regulatory standards. 
Please note that the use of this accessory with iPod, iPhone, or iPad may affect wireless 
performance.
Apple, iPhone, iPad, iPod and iPod touch are registered trademarks of Apple Inc., registered in 
the U.S. and other countries. 
For details on iPod compatibility, visit http://pioneer.jp/homeav/support/ios/eu/

INTEGRATED TECHNOLOGIES

TERMINALS
iPod Dock ›

USB (Front) ›

Audio Input  ›

Phones Output ›

Speaker Terminal  ›

Composite Video Output ›

Line Input (RCA, Pair) ›

FM/AM Tuner Antenna ›

SPECIFICATIONS
Power Requirements: 220-240 V, 50/60 Hz ›

Power Consumption: 37 W/0.5 W or less (Standby) ›

Dimensions (W x H x D)/Weight:  ›

 Main Unit: 200 x 123 x 250.6 mm/2.0 kg

 Speaker (Each): 120 x 200 x 232.6 mm/2.0 kg
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